
Come complete with:
Collets Ø6 mm and Ø8 mm (UK: ¼”), Lock nut, Spanner, Parallel fence guide, Dust extraction adapter.

Routers

X 85CES • X 110CES Plus

www.sparkygroup.com
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Alluminium alloy 
gearbox

Constant 
electronics with 
soft start

Dust extraction adapter

Adjustable parallel fence guide

Auto-stop brushes

Double insulation

Electronic speed pre-selection 

3 position fine 
depth adjustment

Model X 85CES X 110CES Plus
Max. cutting stroke: 52 mm 52 mm
No load rpm: 10000–25000 min-1 10000–25000 min-1

Max. wheel diameter at  45 m/s: 30 mm 30 mm
Collets: Ø6 / Ø8 mm Ø6 / Ø8 mm
Journal diameter: 43 mm 43 mm
Weight: 3.2 kg 3.5 mm
Power input: 850W 1100W
Cat. N: 12000151302 12000151402

(CES Plus)

Removable motor can 
be used without cradle 
for other grinding jobs 



ОФИЦИАЛЬНЫЙ ДИЛЕР В УКРАИНЕ:
storgom.ua

ГРАФИК РАБОТЫ:
Пн. – Пт.: с 8:30 по 18:30
Сб.: с 09:00 по 16:00
Вс.: с 10:00 по 16:00

КОНТАКТЫ:
+38 (044) 360-46-77
+38 (066) 77-395-77
+38 (097) 77-236-77
+38 (093) 360-46-77

Детальное описание товара: https://storgom.ua/product/frezer-sparky-x-85ces-plus.html
Другие товары: https://storgom.ua/setevye-frezery.html 
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